
Cill Tile
Creasing brick

Type A B C D E F

Cill Tile 70 170 140 70 24 56
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Brick Specials 
Regular range

PL.3
Plinth stretcher

Type A B C D E

PL.3.1 215 102 65 9 46 45°

PL.3.2 215 102 65 23 60 45°
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The Cradley regular range of brick specials are available ex stock and competitively priced.
For other products please refer to our brick specials brochure or visit forterra.co.uk/cradley

Cradley
Overend Road
Corngreaves Trading Estate
Cradley Heath
West Midlands B64 7DD

Tel: 01384 637174
Fax: 01384 637175

Email: brickspecials@forterra.co.uk
forterra.co.uk/cradley

 

BN.2
Double bullnose

Type A B C R

BN.2.1 215 102 65 25

BN.2.2 215 102 65 51

AN.5
Single cant

Left or right hand, if surface has textured finish.

Type A B C D E

AN.5.1 215 102 65 46 159

AN.5.2 215 102 65 60 173

PL.2
Plinth header

Type A B C D E

PL.2.1 215 102 65 9 159 45°

PL.2.2 215 102 65 23 173 45°

BN.1
Single bullnose

Left or right hand - if surface has textured finish.

Type A B C R

BN.1.1 215 102 65 25

BN.1.2 215 102 65 51

AN.6
Double cant

Type A B C D E

AN.6.1 215 102 65 46 103

AN.6.2 215 102 65 60 131

CP.2.2
Saddleback capping

Type A B C D

CP.2.2 215 123 65 50

CS.1
Cill brick

Type A B C D E

CS.1.1 140 140 65 50 50

CS.1.2 140 140 65 65 65

CS.1.3 150 140 65 65 65

CS.1.4 170 140 65 50 80

CS.1.9 150 140 65 50 55

CS.1.10 190 140 65 65 65

BN.13
Bullnose double header on flat

Type A B C R

BN.13.1 215 102 65 25

BN.13.2 215 102 65 51

CP.1.2
Half round capping

Type A B C

CP.1.2 215 108 65

CS.2
Cill brick

Type A B C D E F

CS.2.1 140 140 65 35 15 65

CS.2.2 150 140 65 36 15 65

CS.2.3 150 140 65 40 15 65

CS.2.4 190 140 65 50 15 65

AN.1
Squint

Left or right hand - if surface has textured finish.

Type A B C D E

AN.1.1 164 102 65 51 89 30

AN.1.2 164 102 65 51 94 45

AN.1.3 164 102 65 51 117 60
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May also be
used on end
or on edge for
paving applications.

When these cappings are required at stop-end
locations, specially faced units can be provided.

Suitable for
half bond
without cutting.
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When these cappings are required
at stop-end locations, specially
faced units can be provided.

When these cappings are required
at stop-end locations, specially
faced units can be provided.


